### Key Features
- Equipped with a HDMI interface supporting 1,920 x 1,080 display size
- 1x 4VGA (1,280 x 960) image with 2x VGA images or 6x VGA images can be displayed in a split screen.
- Each of VGA images can be displayed at 30 or 25 frames/sec. (NTSC/PAL).
- Up to 256 cameras and encoders can be registered.
- Supports tour sequence and group sequence
- Up to 64 camera groups can be registered and called up in response to power on, group sequence and schedule program.
- Supports camera site alarm signal: Alarm indication can be displayed and alarm terminal output can be activated.
- Supports multicast/unicast for efficient network usage
- Single channel audio decoding G.726
- Schedule function: Pre-programmed display mode with camera assignment can be activated by time schedule.
- Selectable multiscreen border color: White / Gray / Black / OFF
- High speed network interface (100Base-TX / 1000Base-T) and maintenance port (10Base-T)
- Setup can be made by the browser GUI.
- Superior reliability with an embedded OS
- Installation flexibility and reliability with –10 °C to +50 °C (14 °F to 122 °F) operating temperature range
- Supports tour sequence and group sequence
- Supports camera site alarm signal: Alarm indication can be displayed and alarm terminal output can be activated.
- Supports Multicast/Unicast for efficient network usage
- Single channel audio decoding G.726
- Schedule function: Pre-programmed display mode with camera assignment can be activated by time schedule.
- Selectable multiscreen border color: White / Gray / Black / OFF
- High speed network interface (100Base-TX / 1000Base-T) and maintenance port (10Base-T)
- Setup can be made by the browser GUI.
- Superior reliability with an embedded OS
- Installation flexibility and reliability with –10 °C to +50 °C (14 °F to 122 °F) operating temperature range

### Standard Accessories
- Operating Instructions .............. 1 pc.
- CD-ROM* ..................................... 1 pc.
- Code label ________________________ 1 pc.
- Power cord (NTSC model) .......... 1 pc.
- Power cord (PAL model) ............ 1 pc.
- The CD-ROM contains the operating instructions (PDFs).
- AC adapter _________________________ 1 pc.
- The followings are for installation.

### Optional Accessories
- EIA19 inch Rack Mount Bracket WV-Q204/1S
  (for mounting one WJ-GXD400)
- EIA19 inch Rack Mount Bracket WV-Q204/2S
  (for mounting two WJ-GXD400)
Specifications

Part Names and Functions

Front View

1. Operation Indicator
2. Error 1 Indicator
3. Error 2 Indicator
4. ALARM Indicator
5. LINK/ACT Indicator
6. VIDEO Output Connector
7. HDMI Connector
8. 100BASE-TX Indicator
9. Reset Switch
10. Mode Switches
11. Cable Clamp

Rear View

---

Trademarks and registered trademarks

Microsoft, and Windows are registered trademarks of Microsoft Corporation in the U.S. and other countries.

“Super Dynamic”, “SDII”, “SDIII”, and “i-Pro” logos are trademarks or registered trademarks of Panasonic Corporation.

Important

Safety Precaution: carefully read the operating instructions and installation manual before using this product.

Panasonic can not be responsible for network performance and/or other manufacturer products that reside on the network.

DISTRIBUTED BY:

http://panasonic.net/security/

Printed in Japan (2A-037BA)